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Upgraded Tailgate Flow Plate 

Product Info 

Cost 
(Estimated) 

$40 - $200 

The cost varies due to the  
extent of work needed to be 

done on the existing flow plate 
to fit the locking pin shown  
below on the bottom right  

picture. 

Key Features 

 Enhanced safety by reducing the 

chances of getting fingers pinched. 

 Less physical exertion needed for 

removal and installation. 

 Integrated handle for easy        

handling of this awkward           

attachment. 

 Simple retrofit that would not      

require outsourcing to complete. 

 Plates are secure and do not move 

once in place. There is no side to 

side movement. 

 Eliminates the need for a ladder to 

pin the plate on top. 

Description 
This idea came out of the Pine City truck station. It allows the user to remove and install the     

tailgate flow plate simply by sliding it onto the locking pin of the tailgate and pivoting it forward to 

lock the plate in place using a U-shaped stainless steel bracket (with incorporated handle) around 

the tailgate frame. The main benefit to this idea is to eliminate the need to pin the plate on top 

(which cannot be done without a ladder for most people) and to reduce the chance of getting your 

fingers pinched with the use of the handle which makes handling and control of these plates much 

easier. 

Questions or Comments? 

Contact: 

Ryan Otte 

MOR Program Manager 

Ryan.Otte@state.mn.us 

651-366-3585 

Or 

Steve Blaufuss 

Steven.Blaufuss@state.mn.us 

651-216-9885 

Technology Transfer 
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