
12' LANE 12' LANE

2" +/- 1" 2" +/- 1"

4" SPACING

SECTION B-B

B B

5
0
' 

C
Y

C
L

E

1
0
'

4
0
'

L
I
N

E
 

W
H
I
T

E

6
"
 

S
O

L
I
D

C L

CL

LINE WHITE

6" SOLID

LINE WHITE

6" SOLID

SHOULDERSHOULDER

TWO-LANE, TWO-WAY

MODIFIED:           

DESIGNER'S NOTES:

1

1

1

2 CONTACT DISTRICT TRAFFIC ENGINEER FOR NO PASSING ZONE SURVEY.

1

2
1

AUXILIARY AND/OR DROP LANES.
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ARROWS OR OPTIONAL LANE LINE

PLACEMENT AND NUMBER OF

EXTENSION" TYPICALS FOR

MESSAGE, OR WITH DOTTED LINE

SEE "TURN LANE WITH ARROW

1

AUXILIARY AND/OR DROP LANES.

LANE LINES, EXCLUDING TURN LANES,

DISTRICT MAY USE 6" OR 4" FOR

PUBLISHED BY OTE:    16 NOV 2021



SHLD.

SHLD.

LINE WHITE

6" SOLID

LINE YELLOW

6" SOLID

LINE WHITE

6" SOLID LINE YELLOW

6" SOLID

LINE YELLOW

6" SOLID
LINE WHITE

6" SOLID
LINE WHITE

    BROKEN LINE WHITE

    BROKEN

LINE WHITE

    BROKEN

MEDIAN

A

A

SHLD.

FOUR LANES

SECTION A-A

2" +/- 1"

SHOULDER

2" +/- 1"

CL

MEDIAN

WIDTH

VARIABLE

50' CYCLE

10'

40'

LANE

THRU

LANE

THRU

2" +/- 1" 2" +/- 1"

2" +/- 1"2" +/- 1"

CL

LANE

THRU

LANE

THRU

2" +/- 1"

SHLD.
SHOULDER

FOUR-LANE DIVIDED LANE

MODIFIED:           

1

1

1

DESIGNER'S NOTES: 1 DISTRICT MAY USE 6" OR 4" FOR LANE LINES, EXCLUDING TURN, AUXILIARY, AND/OR DROP LANES.

PUBLISHED BY OTE:    16 NOV 2021



LINE WHITE

    BROKEN

LINE YELLOW

    BROKEN

LINE YELLOW

    SOLID

LINE YELLOW

    DOUBLE

LINE WHITE

    SOLID

LINE YELLOW

    SOLID

LINE YELLOW

    SOLID

 

50'

M
A
J

O
R
 

C
R

O
S

S
 

S
T

R
E

E
T

M
I
N

O
R
 

C
R

O
S

S
 

S
T

R
E

E
T

A

8'-16'

50'

MINIMUM

50'

MINIMUM

100'

A

TWO-WAY LEFT-TURN LANE

MODIFIED:           

A
R

E
A
 

=
 
1
5
 
S

Q
'

R
E

M
 

=
 
4
8
 
S

Q
 
'

P
E

R
I

M
E

T
E

R
 

=
 
3
0
 
'

A
R

E
A
 

=
 
1
5
 
S

Q
'

R
E

M
 

=
 
4
8
 
S

Q
 
'

P
E

R
I

M
E

T
E

R
 

=
 
3
0
 
' A

R
E

A
 

=
 
1
5
 
S

Q
'

R
E

M
 

=
 
4
8
 
S

Q
 
'

P
E

R
I

M
E

T
E

R
 

=
 
3
0
 
'

A
R

E
A
 

=
 
1
5
 
S

Q
'

R
E

M
 

=
 
4
8
 
S

Q
 
'

P
E

R
I

M
E

T
E

R
 

=
 
3
0
 
'

A
R

E
A
 

=
 
1
5
 
S

Q
'

R
E

M
 

=
 
4
8
 
S

Q
 
'

P
E

R
I

M
E

T
E

R
 

=
 
3
0
 
'A

R
E

A
 

=
 
1
5
 
S

Q
'

R
E

M
 

=
 
4
8
 
S

Q
 
'

P
E

R
I

M
E

T
E

R
 

=
 
3
0
 
'

2

3 3

DESIGNER'S NOTES:

INSERT SPACING, BASED ON FIELD CONDITIONS.2

3

1

1

1

1

1

1

1 1

(MN MUTCD SECTION 3B.20).
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